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6. Main Suction: The line connecting the main outlet to the pump
suction.
7. Main Outlet: The outlet(s) at the deep portion of the pool through
which the main flow of water leaves the pool.
8. Vacuum Fitting: The fitting in the wall of the pool which is used as
a convenient outlet for connecting the underwater suction cleaning equip-
ment.
9. Vacuum Piping: The piping which connects the vacuum fitting to
the pump suction.
10. Return Piping: The piping which carries the filtered water from the
filter to the pool.
11. Inlet: The fitting or opening through which filtered water enters
the pool.
12. Face Piping: The piping with all valves and fittings which are used
to connect the filter system together as a unit.
13. Recirculating Piping: The piping from the pool to the filter and
return to the pool, through which the water circulates.
14. Backwashing Piping: The piping which extends from the backwash
outlet of the filters to its terminus at the point of disposal.
15. Receptor: An approved fixture or device of such material, shape
and capacity as to adequately receive the discharge from indirect waste
piping, so constructed and located as to be readily cleaned.
16. Filter: Any material or apparatus by which water is clarified.
17. Underdrain: An appurtenance at the bottom of the filter to assure
equal distribution of water through the filter media.
18. Filter Element: That part of a filter device which retains the filter
media.
19. Recirculating Skimmer: A device connected with the pump suction
used to skim the pool over a self-adjusting weir and return the water to
the pool through the filter.
20. Overflow Gutter: A device at the normal water level which is used
as an overflow and to skim the pool surface.
21. Filter Media: The fine material which entraps the suspended par-
ticles.
22. Filter Sand: A type filter media.
23. Diatomaceous Earth: A type filter media. The fossil remains of a
microscopic marine plant used in a thin coating over filter septa or bags.
24. Filter Rock: Graded rock and gravel used to support filter sand.
25. Pool Depth: The distance between the floor of the pool and the
maximum operating level when pool is in use.
26. Pool Decks: The paved area around the pool.
27. Lifeline Anchors: Rings in wall of pool at transition point between
shallow and deep areas.
Section A-Design and Construction
1. Submission of Plans: No public swimming pool shall be constructed,
materially altered, or enlarged until complete plans and specifications
prepared by an engineer or architect, registered in the State of South


